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MEMORANDUM

Dave Crawford
USEPA Region VII

FROM: Michael McCurdy /‘M'M?

SUBJECT: Scoping meeting fe

Annapolis Lead Mine Site (CEF
EPA Contract 68-W9-0032, WA 37-7JZZ

DATE: December 12, 1995
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iound Street PCB Site (CERCLIS ID M00000093682) and
S ID MO0000958611) for

The attached pages show the agendas for our meeting scheduled on December 20, 1995 at 9:00 am. If you
have any questions, please call me at 663-2108. Please note that I will be out of town until Monday,

December 18, 1995. If you need to contact me before Monday, please leave a message with Cindy at 663-
2101.
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Purpose: Determine proposed strategy for sampling at the site. Set schedule for completion of m estones
Discuss potential for site to score under Site Inspection Worksheets.

Background: Refer to the Final PA Report submitted to the USEPA by Sverdrup in October 1995.

Previous Site Activities: Refer to the Final PA Report submitted to the USEPA by Sverdrup in October
1995.

Scoring Issues: Observed release to surface water and sediment from an MDNR site irispection and
sampling actwnty conducted in 1992.
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t wa --Groundwater is estlmated at 20 feet b

ce Water Pathway--
downstream target distance limit. Wetlands occur along B1g Creek PrevioysSediment and surface

ir Exposure Pathway--Exposure exists from the tailings pile.
Lads except }[he remoteness of the site.
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Potentlal Sample Locations: The rationale for additional sampling is as folows:
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Soil Samples - Collect 51samples including onetrackground sample, on and near the
)4) OMWN mine tailings pile. QA/QCsamples would include a dygpflicate and a rinsate from the hand auger.
Lab analysis to be performed for Metals. D
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ﬂ&% 2 Water Samples - Sample up to six existing drinking water wells on and near the site. QA/QC
Y W samples would include a duplicate. Lab analysis to be performed for Metals.
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roposed sampling plan would result in an SSI maximum of 15 total samples, including three QA/QC,
six soils, and six water samples. Lab analysis would require drinking water detection levels for the

groundwater samples. The use of the MDNR surface water and sediment samples would be used in scoring
the site.
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